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Electrical Requirements

60 Hz, 110 VAC

Easy To Use. The AV-50 was built with the user in mind and is designed to be
completely automated. The system adjusts to local temperature and humid-
ity conditions to produce water efficiently. The user is notified when water is
available and when filters need to be changed. The user-friendly display

Hlghest Purity. Water is essential for life. AV-50 technology
produces pure water from the air.

Environmental Friendly. The AV-50 is an environmentally superior
alternative to bottle drinking water. Bottled water creates a huge
amount of waste. The AV-50 produces clean water without any
waste, and water from the AV-50 can be produced more cheaply
than buying bottled water!

Remote Locations. The AV-50 is ideally suited to produce water
iwhere infrastructure is damaged, broken or never existed, such
as in remote locations, or after a natural or man-made disaster.

Water Security The AV-50 offers the user water security. Along
with a back-up generator, or other power supply, the AV-50 can
provide up to 20 gallons of safe, dependable drinking water per

AV-850 Technical Specifications

Water Production
(@ 80°F, 80% Relative Humidity)

20 gallons/day

Potable water production for the AV-50in a

Operating Range

50 °F - 105°F, 40%-100% RH range of temperature and relative humidity

conditions

eimensions

40"L x 30"W x 26" H
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AquaVentus, LLC is a subsidiary of Marine Desalination Systems,
LLC, a research and development company located in St. Peters-
burg, FL. MDS was founded in 1999 to develop alternative
potable water supply chains. While seeking to fulfill that goal,
we have developed extensive in-house planning, design, and
construction specialties for water from air technologies.

www.AquaVentus.com






